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CENWS‐OD‐TS‐DMMO                21 March 2012 

MEMORANDUM FOR RECORD: 

SUBJECT:  VOLUME REVISION FOR THE FEDERAL SWINOMISH O&M NAVIGATION DREDGING PROJECT 
(CENWS‐OD‐TS‐2012‐41) EVALUATED UNDER SECTION 404 OF THE CLEAN WATER ACT FOR OPEN‐
WATER DISPOSAL AT EITHER DISPERSIVE AND/OR NON‐DISPERSIVE SITES, OR AT DESIGNATED 
BENEFICIAL USE SITES. 

 
1. This memorandum supplements the December 11, 2009 suitability determination  

(http://www.nws.usace.army.mil/PublicMenu/documents/DMMO/Swinomish‐O&M‐DY10‐SDM.pdf), and reflects 

the consensus determination of the Dredged Material Management Program (DMMP) agencies 

(U.S. Army Corps of Engineers, Washington State Departments of Ecology and Natural 

Resources, and the Environmental Protection Agency) on revising the proposed maintenance 

dredging volume from 152,000 cubic yards (cy) up to 340,000 cy of material.  

 

2. The 11 mile long navigation channel (100 feet wide, with authorized depth of ‐12 ft MLLW) is 

ranked “low” by the Dredged Material Management Program (DMMP) agencies for concern for 

potential contamination.  The project was previously characterized in 2009, 2002, 1994, and 

1988.  Details from the three most recent characterizations can be found in the following 

suitability determinations: 
http://www.nws.usace.army.mil/PublicMenu/documents/DMMO/Swinomish‐O&M‐DY10‐SDM.pdf 
http://www.nws.usace.army.mil/PublicMenu/documents/DMMO/Swinomish_DY03‐SDM.pdf 

http://www.nws.usace.army.mil/PublicMenu/documents/DMMO/USACE‐Swinomish‐DY95‐SDM.pdf 

 

3. For the last several dredging cycles, the Corps routinely dredged from 80,000 to 100,000 cy of 

material from the project.  The Swinomish Channel was last dredged in 2008, when 82,420 cy of 

maintenance material was dredged from the Swinomish Channel and disposed at the Rosario 

Strait dispersive site.  Up until 2008, the channel was routinely dredged every couple of years to 

an authorized depth of ‐12 feet MLLW with one foot of allowable overdepth. 

 

4. In recent years, reduced federal funding has affected the Corps’ ability to perform routine 

maintenance dredging. Due to funding limitations, no Swinomish Channel maintenance has 

been performed since 2008. Correspondingly, there has been a build up of sediments within the 

channel, such that the total volume available for maintenance is estimated to be up to 400,000 

cy.  

 

5. Recently regional stakeholders were successful in securing a congressional authorization, which 

provides funding for Swinomish Channel maintenance dredging. Therefore, maintenance 

dredging is anticipated for 2012/2013, over the entire authorized channel , to an authorized 

depth of ‐12 feet MLLW plus 2 ft of advanced maintenance ‐‐ removing material that has 

accumulated since 2008, and restoring the Swinomish Channel to authorized depths. The 
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volume currently proposed for 2012/2013 maintenance dredging is 340,000 cy ‐ based on 

funding and timing considerations (see Figures 1 to 12).   

 

6. The project was ranked low for testing purposes. Each characterized dredged material 

management unit (DMMU) supports dredging of up to 60,000 cy for well mixed, homogenous 

sediments (Table 4‐4, DMMP 2009 Users Manual). The 2009 characterization (December 11, 

2009 suitability determination) evaluated three DMMUs for an estimated volume of 152,000 cy. 

This evaluation characterized the entire navigation channel, and all the material was found to be 

suitable for disposal at the Rosario Strait dispersive site or at an appropriate beneficial use 

alternative site.  The material is also suitable for disposal at the Port Gardner non‐dispersive 

site. 

 

7.  Per recency guidelines for this low concern area, the most recent suitability determination 

represents not only the anticipated 152,000 cy of material from that dredging year, but also 

material dredged from the navigation channel through a recency date of September 2016. The 

recency date is only applicable following a reason to believe review that the most recent 

suitability determination still represents the proposed dredging prism. In this case, review has 

not revealed a changed condition in the channel.  

 

8. The Corps now proposes to perform maintenance dredging of 340,000 cy of accumulated 

material from the navigation channel to a depth of ‐12 feet MLLW plus 2 feet for advanced 

maintenance. The documentation summarized above supports a volume increase of up to 

340,000 cy of dredging from this project area in 2012/2013, based on this determination. 

 

9. In summary, the Federal Swinomish Channel O&M Project proposes a volume revision increase 

from 152,000 cy to 340,000 cy within the channel.  This volume change was coordinated with 

the DMMP agencies for consensus and approval.  
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SUBJECT:  VOLUME REVISION FOR THE FEDERAL SWINOMISH O&M NAVIGATION DREDGING PROJECT 
(CENWS‐OD‐TS‐2012‐41) EVALUATED UNDER SECTION 404 OF THE CLEAN WATER ACT FOR OPEN‐
WATER DISPOSAL AT EITHER DISPERSIVE AND/OR NON‐DISPERSIVE SITES, OR AT DESIGNATED 
BENEFICIAL USE SITES. 
 

Concur: 

 

___________   ________________________________________________ 
Date         David R. Kendall, Ph.D., Seattle District Corps of Engineers 

 

___________   ________________________________________________ 
Date         Justine Barton, Environmental Protection Agency 

 

___________   ________________________________________________ 
Date         Laura Inouye, Ph.D., Washington Department of Ecology 

 

___________   ________________________________________________ 
Date         Celia Barton, Washington Department of Natural Resources 

Copies Furnished: 

John Pell, Navigation Project Manager        

Justine Barton, EPA          

Celia Barton, DNR 

 Laura Inouye, Ph.D., Ecology             

DMMO File 

G3ODTDRK
Text Box
The signed SDM is on file in the DMMO Project File



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

THIS PAGE LEFT INTENTIONALLY BLANK 


























	Swinomish-OM-Volume revision-DY12-Final 1
	Swinomish-OM-Volume revision-DY12-Final 2
	Swinomish-OM-Volume revision-DY12-Final 3
	Swinomish-OM-Volume revision-DY12-Final 4
	Binder1
	Swinomish Colored Depths 3-16-2011 - with comments_Page_05
	Swinomish Colored Depths 3-16-2011 - with comments_Page_01
	Swinomish Colored Depths 3-16-2011 - with comments_Page_02
	Swinomish Colored Depths 3-16-2011 - with comments_Page_03
	Swinomish Colored Depths 3-16-2011 - with comments_Page_04
	Swinomish Colored Depths 3-16-2011 - with comments_Page_05
	Swinomish Colored Depths 3-16-2011 - with comments_Page_06
	Swinomish Colored Depths 3-16-2011 - with comments_Page_07
	Swinomish Colored Depths 3-16-2011 - with comments_Page_08
	Swinomish Colored Depths 3-16-2011 - with comments_Page_09
	Swinomish Colored Depths 3-16-2011 - with comments_Page_10
	Swinomish Colored Depths 3-16-2011 - with comments_Page_11
	Swinomish Colored Depths 3-16-2011 - with comments_Page_12




