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    DIVISION 8

The following hardware specification criteria shall be incorporated into A-E edited specifications:

1.  Keying Schedule:  Keying schedule developed in accordance with DHI Keying Systems.  The development of the ‘Keying Schedule’ shall be accomplished after performance of a ‘Keying Conference’ as described below.

2.  Submittal Certificates:  Incorporate into Submittal criteria the requirement for hardware manufacturer stating compliance that the supplied material or hardware item meets specified requirements and is compatible with existing facility hardware (including keying requirements) presently in use, as coordinated through the Base Lock Shop.

3.  Pre-Delivery Conference:  Upon initial approval of the Hardware Schedule, the construction Contractor shall arrange a conference with the hardware supplier (vendor), Construction Contract Inspector (CCI), and the using agency to further evaluate keying system requirements.  This ‘Keying Conference’ shall be held prior to the 50 percent phase of construction completion.  The keying and master keying requirements will be determined after the performance of the ‘Keying Conference’.

4.  McChord AFB requires the use of Mortise locks/latchsets with lever handles (in accordance with ADA) for all projects, and the use of interchangeable cores (cylinders). 

5.  Where the using agency requires a key storage system, instructions will be obtained from the ‘Keying Conference’ where the Using Agency provides the type, class, system, and capacity of the desired storage system and its preferred location in the finish work.

6.  Locks shall be keyed in sets or subsets as scheduled and directed by the McChord AFB Lock Shop during execution of the ‘Keying Conference’.  The hardware supplier shall coordinate with the lock core provider for the correct number of cores and keys specified herein, and provide the Base Lock Shop a copy of correspondence identifying the number of cores and keys, with the name and phone number of the core provider.  All cores must be compatible with the ‘BEST’ interchangeable core system.  After the completion of the ‘Keying Conference’, and subsequent copy of correspondence between the hardware supplier and the lock core provider, the Base Lock Shop will generate a code page for the required codes and keys and fax it to the core provider for pinning cores and cutting keys.  The provided data shall include the following:

-  Pinning Codes for all cores & keys

-  Required numbers for all pinned cores and cut keys

-  Finish requirements for all cores

-  Stamping instructions for cores and keys

-  Shipping instructions to ship the cores to the Base Lock Shop for final installation.

7.  The hardware vendor must include in the project contract, all costs associated with pinning, and installing the final cores into the lockset(s) throughout the project.  During the ‘Keying Conference’, the Base Lock Shop may indicate that they will be installing the final cores depending upon their work load.  This is the Base Lock Shop’s option to perform, but not guaranteed.  For projects that require six cores or less, blank cores and keys shall be provided to the Base Lock Shop and the pinning shall be accomplished by the Base Lock Shop.  When the permanent cores are received by the Base Lock Shop, the Base will coordinate installation with the project manager and end user, and turn over key control to the end user.  Any construction cores removed by the Base Lock Shop will be returned to the contractor for his use.  The keys shall be furnished to the McChord AFB Lock Shop arranged in a container for key control system storage in sets or subsets as scheduled.

-- End of Section --
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