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· SIGN SHALL BE FABRICATED FROM .125 THICK 6061-T6 ALUMINUM PANEL

· COLOR
1. SAFETY RED (SR)

2. WHITE

3. WHITE

4. BLACK

· LETTERING SHALL BE HELVETICA BOLD TYPOGRAPHY.

· LETTERS AND BACKGROUND SHALL BE REFLECTIVE SHEETING MATERIAL.

· SIGNS SHALL BE POSTED AT 6’-6” (BOTTOM SIGN TO GRADE) OR AS DIRECTED BY THE CONTRACTING OFFICER.

· LETTERING TO BE CENTERED ON PANEL.
********************************************************************************************

note for specification writer:

The following pages are project signs (sheets 1 and 2) for Army and Air Force projects.  

Army Project sign is the same for all Army projects.  Army project sign has the sign and post color white and lettering in black gloss.

Air Force project signs:  Sheet 1 is the same for all AFB’s except for McChord AFB.  Sheet 2 is  the same for all AFB’s except for McChord AFB and Mt. Home AFB. McChord has the sign and post dark brown and lettering in white.  MT. Home has the sign and post color white and lettering in black gloss.  Other AFB’s have project sign and post color brown  and lettering antique linen.  Select the applicable sheets and delete the others.  

****************************************************************************************** 

Delete this page.
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SEATTLE DISTRICT

CONSTRUCTION SIGN

Sheet 1 of 2 Scales As shown

U.S. Army Engr. Dist. Seattle, WA.
Dr: R.L.W.
Tr: R.L.W.
Ck: R.L.W.

Transmitted with report
DATED: 20 JUNE 84
File No. 49s/40-05-15
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	NOTES:

1. Signboard 4' x 8' x 5/8" grade A-C exterior type plywood with medium density overlay on both sides.

2. Paint both sides and edges with one prime coat and two coats of paint, color white exterior type enamel.  Lettering shall be as shown on drawing and shall be black gloss exterior type enamel.

3. Lettering shall be Helvetica medium.

4. Acceptable abbreviations may be used for Contractor's name.

5. Department of Air Force Seal and Corps of Engineers' Castle to be Government furnished.

6. No company logo shall be used.

7. Sign posts and 1½" wood trim shall be painted white.

8. Upon completion of work under this contract, the project sign shall be removed from the job site and shall remain the property of the Contractor.

NOTE:  The Contractor shall verify the colors to be used with the Contracting Officer prior to constructing the sign.

SHEET 2 OF 2




END OF SECTION
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NOTES:

1. Signboard 4' x 8' x 5/8" grade A-C exterior type plywood with medium density overlay on both sides.

2. Paint both sides and edges with one prime coat and two coats of paint, accordance with FED. STD. 595b, color number brown 30118 exterior type enamel.  Lettering  shall be as shown on drawing and shall be antique linen 33578 gloss exterior type enamel.

3. Lettering shall be Helvetica medium.

4. Acceptable abbreviations may be used for Contractor's name.

5. Department of Air Force Seal and Corps of Engineers' Castle to be Government furnished.

6. No company logo shall be used.

7. Sign posts and 1½" wood trim shall be stained dark brown.

8. Upon completion of work under this contract, the project sign shall be removed from the job site and shall remain the property of the Contractor.

SHEET 2 OF 2 

END OF SECTION
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NOTES:

1. Signboard 4' x 8' x 5/8" grade A-C exterior type plywood with medium density overlay on both sides.

2. Paint both sides and edges with one prime coat and two coats of paint, accordance with FED. STD.595b, color number dark brown 10055 exterior type enamel.  Lettering shall be as shown on drawing and shall be FED. STD. 595b, color number white 17925 gloss exterior type enamel.

3. Lettering shall be Helvetica medium.

4. Acceptable abbreviations may be used for Contractor's name.

5. Department of Air Force Seal and Corps of Engineers' Castle to be Government furnished.

6. No company logo shall be used.

7. Sign posts and 1-½" wood trim shall be stained dark brown.

8.
Upon completion of work under this contract, the project sign shall be removed from the job site and 
shall remain the property of the Contractor.

END OF SECTION
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NOTES:

1. Signboard 4' x 8' x 5/8" grade A-C exterior type plywood with medium density overlay on both sides.

2. Paint both sides and edges with one prime coat and two coats of paint, color white exterior type enamel.  Lettering shall be as shown on drawing and shall be black gloss exterior type enamel.

3. Lettering shall be Helvetica medium.

4. Acceptable abbreviations may be used for Contractor's name.

5. Department of Air Force Seal and Corps of Engineers' Castle to be Government furnished.

6. No company logo shall be used.

7. Sign posts and 1-½" wood trim shall be painted white.

8.
Upon completion of work under this contract, the project sign shall be removed from the job site and 
shall remain the property of the Contractor.

END OF SECTION 
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NOTES:

9. Signboard 4' x 8' x 5/8" grade A-C exterior type plywood with medium density overlay on both sides.

10. Paint both sides and edges with one prime coat and two coats of paint, color to be Sherwin Williams SW #2070 Spanish Moss exterior type enamel.  Lettering shall be as shown on drawing and shall be antique linen 33578 gloss exterior type enamel.

11. Lettering shall be Helvetica medium.

12. Acceptable abbreviations may be used for Contractor's name.

13. Department of Air Force Seal and Corps of Engineers' Castle to be Government furnished.

14. No company logo shall be used.

15. Sign posts and 1½" wood trim shall be stained dark brown.

16. Upon completion of work under this contract, the project sign shall be removed from the job site and shall remain the property of the Contractor.

END OF SECTION
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